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Power is economicaly provided from two
Steyr diesel engines with- a total instalied
power of 320kW (429hp) to cruise easily
at 40.knots with much higher speeds
available according to the surface
conditions. The hull is manufactured
from fibreglass / PVC foam composite
sandwich, the windows are glass and
the skirt is urethane coated nylon. A
Military version is available with
increased payload and systems
redundancy. All transmission, electrical,
hydraulic and air systems are duplicated
for maximum redundancy.

Construction is in accordance with the
2000 HSC Code, BHSR, Australian USL
class 1D, Transport Canada TP5579.
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TECHNICAL SPECIFICATIONS

Langihiss a2 10 Imelrss
VVidHn ke N e 5.7 metres
Cockpit length..................... 5.7 metres
Cockpit width..........coooviinenns 2.5 metres
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Cockpit internal height.......... 1.77 metres

Max recommend speed.......50 knots (smooth water)

(for safety) 20 knots (land)

Cruising speed.................... 27 to 40 knots
Crew.....c.ccoevvveiierineiinnenne.. 1 Operator/pilot
Accommodation................... 25

Payload ........................... 25 persons (or 2,500kgs).

Engine........ccciieeiciranrenn... 2% Steyr M16, DOHC, EF at
160KWM16, 160kW (215hp) @ 3600rpm

Fuel capacity........................ Diesel, 2 x 100 litres plus 2 x 100
litres ballast tanks (300 litres normal total, 400 litres maximum
total with reduced trim comand)

Hull construction................. Composite sandwich
Skirttype...........oooooes Pressurised bag and fingers



